
2. ARMAND G., CONIL N., TALANDIER J., SEYEDI D., Fundamental aspects of the hydromechanical behaviour of Callovo-Oxfordian claystone: From experimental studies to model calibration and validation, Computers and Geotechnics, on line

3. BAUD P., ROLLAND A., HEAP M., XU T., NICOLE M., FERRAND T., REUSCHLE T., TOUSSAINT R., CONIL N., Impact of stylolites on the mechanical strength of limestone, Tectonophysics, 690, 4-20

4. BENET L-V., BLAUD E., WENDLING J., Modelling of the water and gas flow through an Excavation Damaged Zone in the Callovo-Oxfordien argilites in the frame of a single porosity model, Geological Society London, Special Publications, 443, on line


9. BRENNER K., MASSON R., TRENTY L., ZHANG Y., Coupling of two phase gas liquid compositional 3D Darcy flow with a 1D compositional free gas flow, Mathematical Modelling and Numerical Analysis, on line

10. CAGNON H., VIDAL T., SELLIER A., SOULA C., BOURBON X., CAMPS G., Effects of water and temperature variations on deformation of limestone aggregates, cement paste, mortar and High Performance Concrete (HPC), Cement and Concrete Composites, 71, 131-143


12. COPPIN F., HURTEVENT P., LOFFREDO N., SIMONUCCI C., JULIEN A., GONZE, M-A, NANBA K., ONDA Y., THIRY Y., Radiocaesium partitioning in Japanese cedar forests following the “early” phase of Fukushima fallout redistribution, Scientific Reports, 6, 37618


17. DOUDOU S., WHITE M-J., JOHNSON M., BOSGIRAUD J-M., GRAHM P., DOPAS Full-Scale Experiments – Approaches to Compliance Assessment, Geological Society London, Special Publications, 443, on line

18. EL BITOURI Y., BUFFO-LACARRIERE L., SELLIER A., BOURBON X., Modelling of chemo-mechanical behaviour of low pH concretes, Cement and Concrete Research, 81, 70-80

19. ETIQUE M, JORAND F.P.A., RUBY C., Magnetite as a precursor for green rust through the hydrogenotrophic activity of the iron-reducing bacteria Shewanella putrefaciens, Geobiology, 14, 237-254


21. GABOREAU S., ROBINET J.C., PRÊT D., Optimization of pore network characterization of a compacted clay materials by TEM and FIB/SEM imaging, Microporous & Mesoporous Materials, 224, 116-128


24. GATABIN C., TALANDIER J., COLLIN F., CHARLIER R., DIEUDONNÉ A-C., Competing effects of volume change and water uptake on the water retention behaviour of a compacted MX-80 bentonite/sand mixture, Applied Clay Science, 121, 57-62


30. LIU Z.B., SHAO J.F., LIU T.G., XIE S.Y., CONIL N., Gas permeability evolution mechanism during creep of a low permeable claystone, Applied Clay Science, on line

31. LIU J-F, SKOCZYLAS F., TALANDIER J., PU H., Dismantling of the EB experiment: Experimental research on the retrieved GBM and bentonite blocks, Nuclear Engineering and Design, 300, 297-307

32. MASSON R., ZHANG Y., TRENTY L., Coupling compositional liquid gas Darcy and free gas flows at porous and free-flow domains interface, Journal of Computational Physics, on line

33. MENACEUR H., DELAGE P., TANG A.M., TALANDIER J., The status of water in swelling shales: An insight from the water retention properties of the Callovo-Oxfordian claystone, Rock Mechanics and rock engineering, on line

34. MONTELIUS M., SVENSSON T., LOURINO-CABANA B., THIRY T., BASTVIKEN D., Chlorination and dechlorination of organic matter in forest soil, Science of total environment, 554-555, 203-210

35. MOSSER-RUCK R., PIGNATELLI I., BOURDELLE F., ABDELMOULA M., BARRES O., GUILLAUME D., CHARPENTIER D., ROUSSET D., CATHELINEAU M., MICHAU N., Contribution of long-term hydrothermal experiments for understanding the smectite-to-chlorite conversion in geological environments, Contrib Mineral Petrol, on line

36. NECIB S., LINARD Y., CRUSSET D., MICHAU N., DAUMAS S., BURGER E., ROMAINE A., SCHLEGEL M.L., Corrosion at the carbon steel-clay borehole water and gas interfaces at 85°C under anoxic and transient acidic conditions, Corrosion Science, 111, 242-258

37. ODOROWSKI M., JÉGOU C., DE WINDT L., BROUDIC V., PEUGET S., MAGNIN M., TRIBET M., MARTIN C., Oxidative dissolution of unirradiated Mimas MOX fuel (U/Pu oxides) in carbonated water under oxic and anoxic conditions, Journal of Nuclear Materials, 468, 17-25

38. OSSWALD A., POSZWA A., BUENO M., ARNAUDGUILHEM C., BILLET D., THIRY Y., LEYVAL C., Contribution of microbial activity to formation of organic chlorine during batch incubation of forest soil using 37Cl as a tracer, Soil Biology & Biochemistry, 100, 210-217


40. PAUL A., HATTE C., PASTOR L., THIRY Y., SACLET F., BALESDENT J., Hydrogen dynamics in soil organic matter as determined by 13C and 2H labelling experiments, Biogeoosciences, 13, 6587-6598

41. PUIJER J., BENEDETTI L., BOUCHEZ C., SOURDET E., LECLERC E., THIRY Y., GUILLOU V., Monthly record of the Cl and 36Cl fallout rates in a deciduous forest ecosystem in NE France in 2012 and 2013, Quaternary Geochronology, 35, 26-35

42. ROOSZ C., GRANGEON S., PRÊT D., MONTOUILLOUT V., MAUBEC N., ORY S., BLANC P., VIEILLARD P., HENOCQ P., GABOREAU S., Distribution of water in synthetic calcium silicate hydrates, Langmuir, on line

43. SCHAEDLE P., KAEMPFER T., PEPIP G., WENDLING J., BROMMUNDT J., Combining high resolution two-phase with simplified single-phase simulations in order to significantly reduce computation time for PA/SA simulations for a deep geological repository for radioactive waste, Geological Society London, Special Publications, 443, on line
44. SCHLEGEL M.L., MARTIN C., BRUCKER F., BATAILLON C., BLANC C., CHORRO M., JOLLIVET P., Alteration of nuclear glass in contact with iron and claystone at 90°C under anoxic conditions: Characterization of the alteration products after two years of interaction, Applied Geochemistry, 70, 27-42

45. SCHLEGEL M.L., NECIB S., DAUMAS S., BLANC C., FOY, E., TRCERA N., ROMAINE A., Microstructural characterization of carbon steel corrosion in clay borehole water under anoxic and transient acidic conditions, Corrosion Science, 109, 126-144

46. SELLIER A., MULTON S., BUFFO-LACARRIÈRE L., VIDAL T., BOURBON X, CAMPS G., Concrete creep modelling for structural applications: non-linearity, multi-axiality, hydration, temperature and drying effects, Cement and Concrete Research, 79, 301-315

47. SEYEDI D., ARMAND G., NOIRET A., “Transverse Action” – A model benchmark exercise for numerical analysis of the Callovo-Oxfordian claystone hydromechanical response to excavation operations, Computers and Geotechnics, on line


49. SIMON E., JALLU F., PÉROT B., PLUMERI S., Feasibility study of fissile mass quantification by photofission delayed gamma rays in radioactive waste packages using MCNPX, Nuclear Instruments and Methods A, 840, 28-35

50. THIRY Y., GARCIA-SANCHEZ L., HURTEVENT P., Experimental quantification of radiocaesium recycling in a coniferous tree after aerial contamination: Field loss dynamics, translocation and final partitioning, Journal of Environmental Radioactivity, 161, 42-50


52. VAN DEN EIJNDEN B., BÉSUELLE P., COLLIN F., CHAMBON R., DESRUES J., Modeling the strain localization around an underground gallery with a hydro-mechanical double scale model; effect of anisotropy, Computers and Geotechnics, on line